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1.How to do Digital Zoom in IE?
Select one target you want zoom in for more details, draw one block, as the red color block shown below:
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2. How to setup OSD in IE?

After you login IE, click[image: image3.png]


，and select[image: image4.png]


，and then select [image: image5.png]GUI Display



, as shown below:
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You can edit Camera name as shown below:
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You can edit “”Time Tile”&“Channel Title” position as shown below:
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3.How to setup Privacy Mask Area in IE?
After login in IE, click[image: image11.png]


，select [image: image12.png]


 and Select [image: image13.png]


 option:
[image: image14.png]Device config

Seting > System -> GUI Display

o & &5 &

General Encode Network NetService
GUIDisplay  PTZ Config RS232 Camera param.

AN
cvRe B





Setup Privacy masks Area shown below:
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Then you view the camera image as shown below:
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4. How to setup Motion Detection in IE?
After login IE Click [image: image18.png]


 in the top tool bar, and select [image: image19.png]


 option, as shown below:
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Click[image: image21.png]@\
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, as shown below:
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4.1 Enable Motion Detection option
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Setup Motion Detection Sensitivity
4.2 Setup Motion Sensitivity：
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4.3 Motion Region setup
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4.4 Motion Period
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4.5 Motion Detection trigger alarm output:
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6.1.4.1 PTZ Action:
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6.1.4.2 Show Message
When enables Motion detection trigger “Show Message”, it will pop up the below alarm window:
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4.6 Motion Alarm Email Alert Setup
4.6.1 First do Email Sender setup
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Select [image: image31.png]


 and double click “Email” option
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Motion Alarm Email Alert, as shown below:
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4.7 Motion Alarm Email Alert attached alarm snapshot
First you should setup alarm snapshot as below:
4.7.1 Select [image: image35.png]SnapShot



 option:
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4.7.2 Setup Snapshot Alarm as below shown:
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4.7.3 When motion detection happened, you will can the below Email alert attached alarm snapshot image.
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5. How to Enable 3D Digital WDR in IE?
After login in IE, click[image: image39.png]


，select [image: image40.png]


 and Select [image: image41.png]


 option:
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Open DWDR as shown below
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[image: image44.png]2014-05-31 1554:52 Sat





No DWDR Effect
[image: image45.png]2014-05-3115.56:22 Sat





DWDR ON
6. How to setup the saving path for snapshot picture and recorded video files?
6.1 After login IE, at the bottom tool bar, click[image: image46.png]


 means snapshot, click[image: image47.png]


 means start all channel IP camera start recording, click[image: image48.png]


means stop recording.
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6.2 Click[image: image50.png]LocalCig



, select[image: image51.png]


 setup the recorded video and snapshot pictures path as below:
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7. How to playback recorded video in IE?
After login in IE, click[image: image53.png]


 in the top tool bar, select “Local”, and click[image: image54.png]


 in the pop up player window, as shown below:
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Click [image: image57.png]


, and select the recorded video file as the saving path. 
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Double click the selected option, and then you can play the recorded video files as shown below:
[image: image59.png]



8. How to setup the saving path for recorded video and pictures in CMS software?
8.1 After login CMS software, select one IP camera image, Right click, it is Popup menu. As shown below:
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Select [image: image61.png]Snapshot



 means snapshot; click [image: image62.png]Local record



, the IP camera start recording, click[image: image63.png]V| localrecod



 again, it means stop recording.

8.2 Select [image: image64.png]L Svstem



and select [image: image65.png]Local Config



 option
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Open” Local Config” and find “Local record” setup the path as shown below
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9. How to playback in CMS Software?
9.1 Click[image: image68.png]


, it is pop-up window and select [image: image69.png]Local Playback |



 as shown below:
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9.2 Select one IP Camera which you want playback its recorded video in “Device”
   Select channel in “Channel”.

[image: image71.png]



9.3 Select record type in “Type”:
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Such as select “All videos”, click [image: image73.png]


 and in search result select one video file to play back, as shown below:
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Select videos files and click [image: image75.png]End J2014/ 7/ 8 7 ||23:59:59




 in “play”
select play back image, Right click, it is Popup menu. As shown below:
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Select [image: image77.png]Close window



 in “Close window”
11.How to operate in Cloud website?
The cloud website is: http://xmeye.net, as shown below:
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7.1 By user
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7.1.1 Click “Register” to register one account, input the info as shown below:
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7.1.2 Add IP camera under your account:
Select “Device Manage”, click “add” button to add IP camera as below:
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7.1.3 Preview IP Camera in Cloud website:
Double click [image: image82.png]HCIPC



 in “My Devices “, select “main Stream/Extra Stream”
[image: image83.png]



Then you will see the IP camera image as shown below:
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7.2 By Device
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Input the P2P ID and verify code, click “Login”, then select “main Stream/Extra Stream”

 You can get below image 
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12 How to reset password when you forgot?
12.1 Running the tool[image: image87.png]nfig
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inside the CD
12.2 Input the IP address, click [image: image88.png]




12.3 After succeeded tips, please reboot the IP camera
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12.4 The IP address user name and password will reset to the default: 
IP address: 192.168.1.10
Password: No Password
[image: image90.png]Devies o [ 192





*NOTE:
1. If under Windows XP OS, you can do alike above
2. If under Windows7/win8OS, you need to open telnet
13 How to playback the H.264 Video file recorded from IE?
*NOTE:
Manually record the video in IE, it will have two video format: H.264 and AVI. 
If you need to playback the H.264 Video file, you should use the below player.
1．Open the CD and install[image: image91.png]¥ General_Player V1.6.0.2.R.20140317




2．Double click [image: image92.png]


 to open the player。
[image: image93.png]



3．Click[image: image94.png]


, and select the recorded video file as the saving path. 
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4．Double click the selected option, and then you can play the recorded video files as shown below:
[image: image96.png]



